PTC® Creo® Parametric 4 3 2 1

REL NO REV NO |REVISION DN | CKD APVD DATE
ECO-170162] B | é?gEWE\é,e[g\sM 211.8 WAS 207 & DIM i sl saomarmil 120N 17
19693 2 |DONF 2 £S5, DIN 582 WAS 532, DIV | p s | suunoTr| 1200N17
L [ 1333.3 3 |ZONE D3, DIM 600 WAS 640 KP | SK |l _SAUNDATTI| 12JUNIT
% % I 673 4 |ZONE B2, SHAFT WEIGHT 205 WAS 204.22 [ KP | SK |I_SAUNDATTI| T2JUNIT
< <~ ‘ - 5 |SEE ECO FOR CHANGES KP | SK |l _SAUNDATTI] 12JUNIT
o o 600 = 211.8 Yy
S = CORE LENGTH = » SPACER
= = MATN ROTOR CORE z =
z E N = NOTES
O T
= =i I, SHAFT STIFFNESS: -
SEE DETAIL A THE STIFFNESS OF THE SHAFT BETWEEN THE MAIN ROTOR CORE C
= B=—" B AND THE COUPLING HUB FACE 1S 1.366 x 108 kgem/radian
c /T (STIFFENING EFFECT OF MAIN ROTOR CORE IS NOT INCLUDED IN
| ' THIS FIGURE)
| ‘ 2. SHAFT MATERIAL: -
! ya N STEEL - C40C TO BSEN 10083-2 2006 (APPROVED BY MARINE
‘ | | , . AUTHORITIES WHEN APPROPRIATE) MAXIMUM RECOMMENDED
) — 1 —H \ VIBRATORY STRESS LEVEL IN THE SHAFT IS 34.47 X [0 N/m2
| | ‘ FOR SPEED RANGE OF 0.95 TO |.| X NOMINAL SPEED AND
| | ‘ | | | ! / 68.94 X 10 N/m2 FOR RUN THROUGH CONDITIONS, FOR INDUSTRIAL
; L | \ L — B MACHINES.FOR MARINE AUTHORITIES, THEIR APPROPRIATE RULES
€ o | | ‘ - B XX WILL APPLY
: % ‘ ‘ ‘ ‘ 3. CUMMINS GENERATOR TECHNOLOGIES LTD SHOULD BE NOTIFIED OF
=l ‘ ik ANY ROTORS NOT COMPLYING WITH THESE RULES. CUMMINS
A 51504 B c @ 140 GENERATOR TECHNOLOGIES LTD BALANCE ROTORS TO COMPLY
50 Guaol|pss 28 |B1I0 |B1095 : & 155 @‘55_5; @160 géXBE\gTERNAT\ONAL STD BS IS0 1940 PARTS | AND 2. BALANCE
170 :
é 4. FOR UNBALANCED MAGNETIC PULL (U.M.P.) REFER TO THE FACTORY
34 = Ff ~ 71 105 153 788 58.2
—={ 855 1422.7
20 r‘zg 2 2] [coupLiNG COUPLING | COUPLING | COUPLING
- COMPONENT W K9 |WR® (KoM SAL COUPLING COUPLING COUPLING | ASSEMBLY | STIFFNESS DISC
EX. ROTOR 4402 0.6644 NO DIMENS IONS DISC WEIGHT |SPACER WEIGHT| WEIGHT 6-PLATES R
MAIN ROTOR 723 22.566 I o KG KG KG kgem/rad vl
FAN 35.98 2.340 9.1
0 145.3 SHAFT 505 0 5877 18 5T1.412 | 15.88 2.20 4.78 2338 |i2. 113 x 108 0.535
HUB 36.3 0.4756 21 673 00 3.125 - 23.23 [ 407 X 108 1.053
: P.M. EXCITER ROTOR 4 0.011
P.M. STUB SHAFT 0.859 0.0003 CONVERSION FACTORS
SECTION —A-A SECTION BB TOTAL 104916 | 26.645 | [TO CONVERT 70 DIVIDE BY
kg b 0.453592
kg m° b f1° 0.04214
kgem/rad Ibin/rad | 11521246
6-DISCS COUPLING
ﬁ ng ﬁ r‘m W THK N /i’ Ibf/in2 | 6894.76
MINIMUM 47
e ENGAGEMENT
SECTION CC
12 EOUI-SPACED
SCREWS OR BOLTS
M24 X 3 PITCH ON
230 PCD
DETAIL A
SCALE 0600
D HERS oS ARSI Wi LLINETERS e o E*EQSQ%EAR CUMMINS GENERATOR T ECHNOLOGIES
SECTION THRU® SHAFT X 2025 | [T060_ 499 10 15/5-73] D0 NOT SCALE PRNT |00 S
END AND COUPLING 2 ye- \888 o g;g}g @6 2o | _SAUNDATTI o DRAWI NG,TORS [ONAL
SCREWS OR BOLTS o - | aestea. 99 +0.3070s e 2TFEBIT SITE CODE | SBLID-G, | BRG
] o | Wi R S Tk e STA | AF| A0576567
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