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Part Number A064H941

Part Noun Name ARRANGEMENT,GENERATOR GENERAL

Cummins Generator Technologies

R

DIMENSIONS ARE IN:  MILLIMETERS

       [ ] ARE IN:  -
SIZE:A0 SCALE:1:5

DIMENSIONING AND TOLERANCING PER:

ASME Y14.5-2009 THIRD ANGLE PROJECTION

CAD SYSTEM

PTC  Creo  Parametric  

DRAWING SPECIFICATION DESCRIPTION

S6L1D- G/H, 1B SAE0-14/18, STD,(VANE ADAPTOR)

 DISC COUPLING

SAE NO. AN  AR AS  AT V W

18 15.87 6 543 25

CORE WEIGHT(KG)  C OF G

G 2619 724

H 2836 741

NOTE:

 

1. CUSTOMER MUST ENSURE THAT AIR INLET AND OUTLET POSITIONS

   ARE NOT OBSTRUCTED

 

2. CUSTOMER MAY CUT CABLE ENTRY HOLES AS REQUIRED IN ANY OF THE FOUR

   TERMINAL BOX SIDES SUBJECT TO POSITION OF AVR, TERMINALS, ETC.

 STANDARD AVR POSITION

ALTERNATIVE AVR POSITION 

 6-PLATE COUPLING TOTAL

 THICKNESS 7.2mm.

 HUB SECURING BOLTS TO BE

 TIGHTENED TO A TORQUE OF

 84kgf m 822Nm 

AIR OUT 

AIR IN 

16X �n�14 THRU 

EQUI-SPACED ON 

679.5 PCD 

AVR POSITION WHEN  

FITTED TO NDE OR DE

(TO SUIT L/H CABLE ENTRY) 

'AR' HOLES IN COUPLING 

'AS', EQUI-SPACED

ON 'AT' PCD

AVR POSITION WHEN 

FITTED TO NDE OR DE

(TO SUIT R/H CABLE ENTRY) 

4X SLOTS 

72.7 LONG X

35 WIDE

8X �n�35 THRU 

4X M16 X 2P 

THRU 

 2-SLOTS

 125 LONG X

 35 WIDE

14 25.4 8 438.1 20
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Part Number: A064H941

Change Notice CN00086516 Alternates

Manufacturer Part (MEP) No Usage Production Only

Release Phase Code Production (P) Number: DS47030932

External Regulations No External Regulation

Drawing
Specification

Revision: C 3D image provided when available for visual reference only.

 

Drawing Revision Information

Description of Change(s)
Note: Change information is provided for reference only and does not supersede the drawing's primary content.
 

ADD SAE14 IN " DISC COUPLING"
 
ADMINISTRATIVE CHANGE(S) TO PART ATTRIBUTES, BILL OF MATERIAL, OR ASSOCIATED SPECIFICATIONS.

 

Drawing Authorization

Drafter Junzhe Wang Date 24FEB2023

Checker Milo Chen Date 24FEB2023

Approver NO APPROVAL REQUIRED Date
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