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CORE C OF G WEIGHT (KG)

G 662 1780

H 672 1850

DISC COUPLING

SAE NO AN AR AS AT V

14 25.4 8 438.1

18 15.87 6 543

INDICATES POSITION OF A.V.R

NOTES:
1.CUSTOMER MAY CUT CABLE ENTRY HOLES AS REQUIRED IN ANY 
  OF THE FOUR TERMINAL BOX SIDES SUBJECT TO POSITION OF AVR, TERMINAL,ETC

REMOVABLE SIDE COVERS

4-PLATE COUPLING TOTAL 
THICKNESS 4.8 MM HUB SECURING
BOLTS TO BE TIGHTENED TO A 
TORQUE OF 48 kgf-m (479 N-m)

AVR STANDARD 
POSITION

AVR  ALTERNATIVE 
POSITION

4X �n�33 THRU

'AR' IN COUPLING
'AS' EQUI-SPACED
 ON 'AT' PCD

Part Number A060Z453

Part Noun Name DRAWING,GENERAL ASSEMBLY

Cummins Generator Technologies
R
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DIMENSIONING AND TOLERANCING PER:

ASME Y14.5-2009 THIRD ANGLE PROJECTION

CAD SYSTEM

PTC  Creo  Parametric  

DRAWING SPECIFICATION DESCRIPTION
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