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CORE WEIGHT(KG) C OF G

E 2102 579

F 2409 603

DRAWING SPECIFICATION DESCRIPTION

S6-E/F,2B,SAE NONE,STD BOX,400 CH

Part Number A058G265

Part Noun Name ARRANGEMENT,GENERATOR GENERAL

Cummins Generator Technologies
R

DIMENSIONS ARE IN:  MILLIMETERS
       [ ] ARE IN:  -

SIZE: A2 SCALE:0.120

DIMENSIONING AND TOLERANCING PER:

ASME Y14.5-2009 THIRD ANGLE PROJECTION

CAD SYSTEM

PTC  Creo  Parametric 

2X SLOTS
125 LONG X
35 WIDE

4X M16 X 2P THRU 

 10X �n�35 THRU 

AIR OUTLET 

AIR INLET         
(LOUVERS ON MARINE
MACHINE ONLY)     

 AVR STANDARD POSITION

ALTERNATE AVR POSITION 

 HOLE TAPPED
 M24 X 50�x�

16X M12 X1.75P THRU 
EQUISPACED ON

 AIR OUTLET

60�$� DRIP PROOF LOUVER
FITTED ON MARINE     
MACHINE ONLY         

INDICATES 
POSITION 
OF AVR

DETAILS OF EXTENSION SHAFT
SECTION A-A
SCALE  0.150

NOTE:
 
1.CUSTOMER MUST ENSURE THAT AIR INLET AND OUTLET POSITIONS ARE NOT OBSTRUCTED

FOOT VIEW
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